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BLASTICS DHECT GREY PTFE FILLED PET

|_ Raw Material Polyester (PET)

ﬁ General Properties Test Method Unit Value

I Density 1ISO 1183 g/cm® 1.27

0 Water Absorption In Air 50% . see % o2
< Absorption 23-C In Water-Saturation ISO 62:1999 % 0.5

D UV Stability

5 ———
<E Tensile Strength At Yield At Break ISO 527-1/2:1993 N/mm?

E Tensile Modulus Of Elasticity ISO 527-1/2:1993 N/mm? 2200

U Notched Impact Strength Charpy ISO 180:2000 KI/mm? 10

LLl Ball Indentation Hardness _—_
I_ Rockwell Hardness (Dry) ISO 868:2003 Scale R

Melting Temperature ISO 3146

Deformation at temperature HDT ISO 75 “C 130
Linear Expansion Coefficient _—_
Service Temperature, Long Term Average °C -
Service Temperature, Short Term (MAX) _—_
Operating Temperature Continuously Average

Dielectric Constant ISO 250

Dissipation Factor Tan A at1MHz ———
Volume Resistivity ISO 93 1x10°
Applications: Characteristics:

@ High Tolerance Gears @ Excellent Mechanical Properties

@ Precision Guides & Rails @ Superior Wear Resistance

@ Conveyor Rollers @ Excellent Dimensional Stability

@ Distribution Valves @ Low Co-efficient Of Friction

All information contained in this literature corresponds with our current knowledge of the products. Tynic Automation assume no liability whatsoever in
respect of application, conversion or use made of the aforementioned information or products, or any consequence thereof. The buyer undertakes all
liability in respect of the application, conversion or use of the aforementioned information or products. Existing intellectual property rights must be
observed and Tynic Automation reserve the right to make technical alterations.
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